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Heavy  Duty Riveter and Splitter  

A heavy duty combined riveter and splitter for 520 to 532 size chains which require staking 

of the soft rivets.  

 

Correct chain riveting is extremely important. A badly riveted chain can fail causing dam-

age to the bike, or indeed injury to the rider.  

 

Order Code: CR532  

  

CarbClick  

CarbClik is a professional quality tool.  

Perfect for those impossible to reach idle  mixture screws at a fraction of the price of 

OE tools.  

 

FEATURES:  

Unique gear drive  

Positive click on each half turn  

Complete with 1/4" bit holder and flat driver bit  

User serviceable gears   

 

Order Code: CCL90  

Brake Caliper Dismantling kit  

Hand Operated kit allowing easy removal and servicing of grime coated brake calipers on most 

bikes.  

 

Puller sizes 19mm to 30mm  

 

Order Code: BCDK  

 

Universal Fuel Pressure Test Kit  
 
Fuel pressure testing is an essential part of fuel injection system troubleshooting. High fuel 
pressure can make an engine run rich while low fuel pressure can make an engine run lean 
or not at all. Detection of problems with fuel pumps, filters and pressure regulators are all 
made easy with this kit.   
 
Fuel pressure testing is part of most motorcycle service schedules, this tool is essential.  
The kit covers around 90% of current fuel injected models.  
 
Order Code: FPTKIT  

 

Universal Cooling System Tester  

This cooling system tester has a unique inflatable bladder sealing system enabling the 
tester to attach to almost all motorcycle radiators and header tanks without individual 
adapters.   
 
The system can be quickly pressurised to test thermostat operation and locate leaks from 
head gaskets, radiators, pumps and hoses.  
Other features include:  
Adjustable relief valve maintains specified system pressure 0 -30 PSI, 0 -205 Kpa.  
Fluid  
tube allows coolant to be returned to the coolant reservoir or safely   collected in a con-
tainer for recycling.  
Combustion leak test fluid can be used in conjunction with the tester.  
 
Order Code: CST  


